
PUSH ON

SIMPLY PUSH LIQUID-TIGHT CONDUIT
OVER FERRULE END OF FITTING.  WHILE
PUSHING CONNECTOR, TURN CONDUIT
SLIGHTLY CLOCKWISE TO SEAT IT.

LIQUID TIGHT FITTING DETAILS
ARLINGTON #LT-7 FOR 3

4" CONDUIT

ARLINGTON #LT-7 LIQUID-TIGHT FITTING MUST BE USED FOR
ELECTRICAL AND LOW VOLTAGE PENETRATIONS ON CEMENT
CASE.  OTHER FITTINGS HAVE NOT BEEN TESTED OR APPROVED;
AND MAY CAUSE LEAKS THAT MAY VOID WARRANTY.

BORE CEMENT CASE 1-1/16"
MIN. TO 1-1/8" MAX. TO
ACCEPT LIQUID TIGHT
FITTING.  SEE OPCON
PENETRATION DRAWING
FOR ACCEPTABLE BORE
LOCATIONS.

SPECIAL NOTE FOR FLEXIBLE CONDUIT:
DO NOT USE BLUE "SMURF" FLEXIBLE
CONDUIT.  USE ONLY TYPE "B" SEAL
TIGHT CONDUIT (GREY).
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